
1.181 [30.00]

2.362 [59.99]

    A) CIMCOOL 5 STAR 49

    B) TRIM SOL

2. KEEP THE PART CLEAN, AND WRAP FOR
UHV PACKING WITH ALUMINUM FOIL.

3. WHEN MACHINING VACUUM PARTS, USE OF
   SILICONE AND SULPHUR-BASED CUTTING FLUIDS

    IS PROHIBITED. USE ONE OF THE FOLLOWING:

4. ALL DIMENSIONS WITH [ ] ARE MILLIMETERS.

A MULTIPLE STEP CLEANING PROCESS INVOLVING

POLISHING, THE PART NEEDS TO GO THROUGH

NEEDED BEFORE WELDING. PRIOR TO ELECTRO-

1. THIS IS A UHV PART, ELECTROPOLISHING IS

DEGREASING, WASHING AND DRY NITROGEN

2.016 [51.20]

1.008 [25.60]

5.00 [127.00]

1.000 [25.40]

3.125 [79.38]

1.000 [25.40]

BLOW DOWN.

4X R .06 [1.5]

Ø .375 [9.52] &

AS SHOWN - 6X
Ø .687 [17.45] C’BORE

4X R .13 [3.1] MAX.

 NOTES:

B

B

1.91 [48.51]

3X 2.375 [60.20]

5.29 [134.37] TYP.

 SECTION C-C

.27 [6.86]

.56 [14.27]

(2.73 [69.43]) TYP

Ø .375 [9.52] x 5.29 [134.37] DP. AS SHOWN

.250-18 N.P.T. PIPE TAP x .44 [11.18] DP.
Ø .438 [11.13] x .56 [14.22] DP. AS SHOWN

6X

Ø .687 [17.45] C’BORE
6X

60° CHAMFER x .06 [1.52] DEEP

R .005 [.13] MAX.

R .06 [1.52] MIN.

(8.31°)
1.18 [30.0]

(120° TYP)

(1.09 [27.72])

120°

Ø .438 -.000
+.001

63

63

3X

 SECTION B-B

.59 [15.0]

A

C

A

(2.000 [50.80])

(3.125 [79.38])

(1.000 [25.40])

C

1.125 [28.57]

.625 [15.88]

.312    [7.94]

Ø 6.00 [152.40]

Ø 5.730    [145.54]

Ø 5.500 [139.70]

.625 [15.88]

2.54 [64.52]

.312    [7.94]

(45.42°)

5.08 [129.03]

63

.05 [1.27] x 45° CHAMFER
2 PLACES

2 PLACES
DO NOT BREAK

-.005
+.000

63

 SECTION A-A

63
63

-.005
+.000

[g,.003,A]

[-A-]

[-B-]

[g,.005,A]

[g,.003,B]

-.000
+.002

Ø #C (.242 [6.15]) DRILL x .50 [12.70] DEEP
Ø .2502 [6.355] –.0001 REAM x .50 [12.70] DEEP

 SCALE: 2X

.50 [12.70]

1.00 [25.40]

[e,.001,C]

CL (.10 [2.54])

1

1 ADD TOOLING BALL HOLE RK

 .005 D

63 63

63

63

-C-

-D-

-C-

C .005

2.900 [73.66]

63

1

1

1

1 MOVED DIMENSIONS RAF

.354 [8.99]
.708 [17.98]
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UNLESS OTHERWISE SPECIFIED:
ALL DIMENSIONS ARE IN INCHES

TOLERANCES

DECIMALS ANGULAR

.X    – –   °

.XX   –

.XXX  –

SURFACE ROUGHNESS

REMOVE ALL BURRS AND
BREAK SHARP EDGES .03 MAX.

SURFACE TEXTURE TO BE IN
ACCORDANCE WITH LATEST ANSI B46.1

DIMENSIONING & TOLERANCING IN
ACCORDANCE WITH LATEST ANSI Y14.5
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M3 BM FRONT END
FIRST FIXED MASK CHAMBER
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